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QMTS - NDT CERTIFICATION & TRAINING

QMTS Industry Training (QMTS IT) is a leading training provider PCN (Personnel Certification in Non-Destructive Testing) scheme,
committed to delivering internationally recognised certification in accordance with ISO 9712 requirements for the qualification and
programmes, professional upskilling, and developing a future- certification of NDT personnel.
ready workforce.

Designed for real-world industry applications, these courses equip
Our NDT training courses feature BINDT (British Institute of Non- participants with the practical expertise and in-depth technical
Destructive Testing) approved training and examinations under the ~ knowledge needed for inspection and testing environments.

NDT TRAINING PROGRAMME
RIRADIOGRAPHIC INTERPRETATION

CERTIFICATION:

| PCN LEVEL 2 (ISO 9712)

METHOD:
RADIOGRAPHIC
INTERPRETATION

SECTOR:

WELDMENTS

SCOPE:

LIGHT & DENSE MATERIALS

DURATION:

TRAINING COURSE: EXAMINATION:

6 DAYS 1DAY

WHY RADIOGRAPHIC INTERPRETATION?

Radiographic Interpretation (RI) is a Non-Destructive Testing This process ensures that welds are correctly classified as
(NDT) technique that is a specialised process which enables acceptable or unacceptable for their intended service conditions.
technicians to examine and assess welds using X-ray or gamma-ray

images known as radiographs. This technique provides a detailed Radiographic Interpretation plays an important role in

visual representation of the internal structure of welded joints, maintaining weld quality, structural integrity, operational safety,
allowing hidden imperfections and defects that are not visible to the and compliance across industries such as construction, energy,
naked eye to be accurately identified. These may include porosity, manufacturing, and transportation. By delivering reliable weld
cracks, inclusions, lack of fusion, and incomplete penetration. assessments, it supports quality assurance programmes and

helps reduce the risk of failures throughout a project’s lifecycle.
Through careful analysis, trained interpreters evaluate the size,

shape, and location of these discontinuities and compare the results
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against relevant codes, standards, and acceptance criteria. JOURNEY CONTINUES
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